
 

 

 COTT BEVERAGE FACILITY 
 

FHWA ROADWAY NOISE LEVEL ANALYSIS 
 

CONTOUR6 MODEL PRINTOUTS 
 

EXISTING BASELINE CONDITIONS 



 
                             TABLE Existing-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S Waterman Ave. north of E. Mill St. 
NOTES: Hillwood Cott Beverage Plant - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 18800    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.12 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     57.7        115.5        244.6        524.8     
 
______________________________________________________________________ 
 



 
                             TABLE Existing-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S Waterman Ave. between E. Mill St. and Driveway 1 
NOTES: Hillwood Cott Beverage Plant - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 19300    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.24 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     58.5        117.5        248.8        534.0     
 
______________________________________________________________________ 
 



 
                             TABLE Existing-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S. Waterman Ave. between Driveway 1 and Driveway 2 
NOTES: Hillwood Cott Beverage Plant - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 19700    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.33 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     59.2        119.0        252.2        541.4     
 
______________________________________________________________________ 
 



 
                             TABLE Existing-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S. Waterman Ave. between Driveway 2 and Drake Dr. 
NOTES: Hillwood Cott Beverage Plant - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 19700    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.33 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     59.2        119.0        252.2        541.4     
 
______________________________________________________________________ 
 



 
                             TABLE Existing-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S. Waterman Ave. south of Drake Dr. 
NOTES: Hillwood Cott Beverage Plant - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 19700    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.33 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     59.2        119.0        252.2        541.4     
 
______________________________________________________________________ 
 



 
                             TABLE Existing-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: E. Mill St. west of S. Waterman Ave. 
NOTES: Hillwood Cott Beverage Plant - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 10000    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  64.54 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         63.7        132.8        284.0     
 
______________________________________________________________________ 
 



 
                             TABLE Existing-07 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: E. Mill St. between S. Waterman Ave. and Driveway 4 
NOTES: Hillwood Cott Beverage Plant - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 10400    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  64.71 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         65.2        136.2        291.4     
 
______________________________________________________________________ 
 



 
                             TABLE Existing-08 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: E. Mill St. east of Driveway 4 
NOTES: Hillwood Cott Beverage Plant - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 10000    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  64.54 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         63.7        132.8        284.0     
 
______________________________________________________________________ 
 



 
                             TABLE Existing-09 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: Drake Dr. west of S. Waterman Ave. 
NOTES: Hillwood Cott Beverage Plant - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 750    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  51.33 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
 



 

 

COTT BEVERAGE FACILITY 
 

FHWA ROADWAY NOISE LEVEL ANALYSIS 
 

CONTOUR6 MODEL PRINTOUTS 
 

EXISTING WITH PROJECT CONDITIONS 



 
                             TABLE Existing with Project-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S Waterman Ave. north of E. Mill St. 
NOTES: Hillwood Cott Beverage Plant - Existing with Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 18800    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.12 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     57.7        115.5        244.6        524.8     
 
______________________________________________________________________ 
 



 
                             TABLE Existing with Project-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S Waterman Ave. between E. Mill St. and Driveway 1 
NOTES: Hillwood Cott Beverage Plant - Existing with Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 19600    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.30 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     59.0        118.6        251.4        539.5     
 
______________________________________________________________________ 
 



 
                             TABLE Existing with Project-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S. Waterman Ave. between Driveway 1 and Driveway 2 
NOTES: Hillwood Cott Beverage Plant - Existing with Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 19900    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.37 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     59.5        119.8        253.9        545.0     
 
______________________________________________________________________ 
 



 
                             TABLE Existing with Project-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S. Waterman Ave. between Driveway 2 and Drake Dr. 
NOTES: Hillwood Cott Beverage Plant - Existing with Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 19900    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.37 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     59.5        119.8        253.9        545.0     
 
______________________________________________________________________ 
 



 
                             TABLE Existing with Project-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S. Waterman Ave. south of Drake Dr. 
NOTES: Hillwood Cott Beverage Plant - Existing with Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 19900    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.37 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     59.5        119.8        253.9        545.0     
 
______________________________________________________________________ 
 



 
                             TABLE Existing with Project-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: E. Mill St. west of S. Waterman Ave. 
NOTES: Hillwood Cott Beverage Plant - Existing with Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 10000    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  64.54 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         63.7        132.8        284.0     
 
______________________________________________________________________ 
 



 
                             TABLE Existing with Project-07 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: E. Mill St. between S. Waterman Ave. and Driveway 4 
NOTES: Hillwood Cott Beverage Plant - Existing with Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 10600    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  64.79 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         66.0        138.0        295.2     
 
______________________________________________________________________ 
 



 
                             TABLE Existing with Project-08 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: E. Mill St. east of Driveway 4 
NOTES: Hillwood Cott Beverage Plant - Existing with Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 10000    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  64.54 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         63.7        132.8        284.0     
 
______________________________________________________________________ 
 



 
                             TABLE Existing with Project-09 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: Drake Dr. west of S. Waterman Ave. 
NOTES: Hillwood Cott Beverage Plant - Existing with Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 750    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  51.33 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
 



 

 

 COTT BEVERAGE FACILITY 
 

FHWA ROADWAY NOISE LEVEL ANALYSIS 
 

CONTOUR6 MODEL PRINTOUTS 
 

OPENING YEAR (2013) WITHOUT PROJECT SCENARIO 



 
                             TABLE 2013 Cumulative without Project-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S Waterman Ave. north of E. Mill St. 
NOTES: Hillwood Cott Beverage Plant - 2013 Cumulative without Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 19200    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.21 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     58.4        117.1        248.0        532.2     
 
______________________________________________________________________ 
 



 
                             TABLE 2013 Cumulative without Project-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S Waterman Ave. between E. Mill St. and Driveway 1 
NOTES: Hillwood Cott Beverage Plant - 2013 Cumulative without Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 19800    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.35 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     59.4        119.4        253.1        543.2     
 
______________________________________________________________________ 
 



 
                             TABLE 2013 Cumulative without Project-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S. Waterman Ave. between Driveway 1 and Driveway 2 
NOTES: Hillwood Cott Beverage Plant - 2013 Cumulative without Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 20200    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.43 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     60.0        120.9        256.4        550.5     
 
______________________________________________________________________ 
 



 
                             TABLE 2013 Cumulative without Project-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S. Waterman Ave. between Driveway 2 and Drake Dr. 
NOTES: Hillwood Cott Beverage Plant - 2013 Cumulative without Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 20200    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.43 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     60.0        120.9        256.4        550.5     
 
______________________________________________________________________ 
 



 
                             TABLE 2013 Cumulative without Project-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S. Waterman Ave. south of Drake Dr. 
NOTES: Hillwood Cott Beverage Plant - 2013 Cumulative without Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 20100    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.41 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     59.9        120.6        255.6        548.7     
 
______________________________________________________________________ 
 



 
                             TABLE 2013 Cumulative without Project-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: E. Mill St. west of S. Waterman Ave. 
NOTES: Hillwood Cott Beverage Plant - 2013 Cumulative without Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 10800    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  64.87 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         66.8        139.7        298.8     
 
______________________________________________________________________ 
 



 
                             TABLE 2013 Cumulative without Project-07 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: E. Mill St. between S. Waterman Ave. and Driveway 4 
NOTES: Hillwood Cott Beverage Plant - 2013 Cumulative without Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 11300    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  65.07 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         68.7        143.9        308.0     
 
______________________________________________________________________ 
 



 
                             TABLE 2013 Cumulative without Project-08 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: E. Mill St. east of Driveway 4 
NOTES: Hillwood Cott Beverage Plant - 2013 Cumulative without Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 10800    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  64.87 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         66.8        139.7        298.8     
 
______________________________________________________________________ 
 



 
                             TABLE 2013 Cumulative without Project-09 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: Drake Dr. west of S. Waterman Ave. 
NOTES: Hillwood Cott Beverage Plant - 2013 Cumulative without Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 760    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  51.39 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
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                             TABLE 2013 Cumulative with Project-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S Waterman Ave. north of E. Mill St. 
NOTES: Hillwood Cott Beverage Plant - 2013 Cumulative with Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 19300    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.24 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     58.5        117.5        248.8        534.0     
 
______________________________________________________________________ 
 



 
                             TABLE 2013 Cumulative with Project-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S Waterman Ave. between E. Mill St. and Driveway 1 
NOTES: Hillwood Cott Beverage Plant - 2013 Cumulative with Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 20100    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.41 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     59.9        120.6        255.6        548.7     
 
______________________________________________________________________ 
 



 
                             TABLE 2013 Cumulative with Project-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S. Waterman Ave. between Driveway 1 and Driveway 2 
NOTES: Hillwood Cott Beverage Plant - 2013 Cumulative with Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 20300    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.46 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     60.2        121.3        257.3        552.3     
 
______________________________________________________________________ 
 



 
                             TABLE 2013 Cumulative with Project-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S. Waterman Ave. between Driveway 2 and Drake Dr. 
NOTES: Hillwood Cott Beverage Plant - 2013 Cumulative with Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 20300    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.46 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     60.2        121.3        257.3        552.3     
 
______________________________________________________________________ 
 



 
                             TABLE 2013 Cumulative with Project-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: S. Waterman Ave. south of Drake Dr. 
NOTES: Hillwood Cott Beverage Plant - 2013 Cumulative with Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 20300    SPEED (MPH): 45     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 24      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.46 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
     60.2        121.3        257.3        552.3     
 
______________________________________________________________________ 
 



 
                             TABLE 2013 Cumulative with Project-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: E. Mill St. west of S. Waterman Ave. 
NOTES: Hillwood Cott Beverage Plant - 2013 Cumulative with Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 10900    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  64.91 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         67.1        140.5        300.7     
 
______________________________________________________________________ 
 



 
                             TABLE 2013 Cumulative with Project-07 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: E. Mill St. between S. Waterman Ave. and Driveway 4 
NOTES: Hillwood Cott Beverage Plant - 2013 Cumulative with Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 11500    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  65.15 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         69.4        145.5        311.6     
 
______________________________________________________________________ 
 



 
                             TABLE 2013 Cumulative with Project-08 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: E. Mill St. east of Driveway 4 
NOTES: Hillwood Cott Beverage Plant - 2013 Cumulative with Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 10800    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  64.87 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0         66.8        139.7        298.8     
 
______________________________________________________________________ 
 



 
                             TABLE 2013 Cumulative with Project-09 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 02/20/2012 
ROADWAY SEGMENT: Drake Dr. west of S. Waterman Ave. 
NOTES: Hillwood Cott Beverage Plant - 2013 Cumulative with Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 760    SPEED (MPH): 30     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY         EVENING     NIGHT 
       ---         -------     ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 6      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  51.39 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL     60 CNEL      55 CNEL 
   -------      -------     -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
 
 


