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November 19, 2013 
 
 
Mr. John Schaefer 
HILLWOOD INVESTMENT PROPERTIES 
901 Via Piemonte, Suite 175 
Ontario, California 91764 
 
Subject: Alliance California Gateway South Building 3 - Analysis of Freeway Mainline 

Segments  
 
Dear Mr. Schaefer: 
 

Urban Crossroads, Inc. is pleased to submit this letter supplementing the Alliance California Gateway 

South Building 3 Traffic Impact Analysis (dated September 25, 2013) that assesses basic freeway 

segments in the vicinity of the Interstate 10 (I-10) at Waterman Avenue/Carnegie Drive interchange, and 

the I-215 at Auto Plaza Road/Orange Show Road interchange.   

 

INTRODUCTION 

As stated in the Caltrans Guide for the Preparation of Traffic Impact Studies (December 2002), a traffic 

impact study is typically required when a proposed project is anticipated to contribute 100 or more two-

way peak hour trips to a State highway facility. The proposed Alliance California Gateway South 

Building 3 (referred to as “Project”) is anticipated to contribute fewer than 100 two-way peak hour trips 

to either the I-10 Freeway at Waterman Avenue/Carnegie Drive interchange or the I-215 Freeway at 

Auto Plaza Road/Orange Show Road interchange. As the Project does not meet the typical Caltrans 

impact threshold of 100 or more two-way peak hour trips to a State highway facility, its potential 

impacts to the State highway would typically be screened out as less than significant. However, in an 

overabundance of caution, a supplemental assessment of freeway mainline segments immediately 

adjacent to the aforementioned interchange locations has been presented for informational purposes. 

Specifically, the following freeway segments have been included in this analysis: 

 

ID Freeway Mainline Segments 

1 I-215 Freeway – Southbound, North of Auto Center Off-Ramp 

2 I-215 Freeway – Southbound, Auto Center Off-Ramp to Inland Center On-Ramp 

3 I-215 Freeway – Southbound, Inland Center On-Ramp to Auto Plaza Loop On-Ramp 

4 I-215 Freeway – Southbound, Auto Plaza Loop On-Ramp to Auto Plaza On-Ramp 

5 I-215 Freeway – Southbound, South of Auto Center On-Ramp 

6 I-215 Freeway – Northbound, North of Orange Show On-Ramp 

7 I-215 Freeway – Northbound, Orange Show On-Ramp to Inland Center Off-Ramp 

8 I-215 Freeway – Northbound, Inland Center Off-Ramp to Orange Show Off-Ramp 
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ID Freeway Mainline Segments 

9 I-215 Freeway – Northbound, South of Orange Show Road 

10 I-10 Freeway – Westbound, West of Carnegie Drive 

11 I-10 Freeway – Westbound, Carnegie Drive On-Ramp to Carnegie Drive Off-Ramp 

12 I-10 Freeway – Westbound, East of Carnegie Drive 

13 I-10 Freeway – Eastbound, West of Waterman Avenue 

14 I-10 Freeway – Eastbound, Between Waterman Avenue Ramps 

15 I-10 Freeway – Eastbound, East of Waterman Avenue 

 

ANALYSIS METHODOLOGY 

The above listed freeway segments have been evaluated based upon peak hour directional volumes 

utilizing the methodology described in Chapter 23 of the Highway Capacity Manual (HCM 2000), and 

performed using HCS+ software.  The measure of effectiveness (MOE) identified by Caltrans to 

determine performance of a basic freeway segment is density.  Density is expressed in terms of 

passenger cars per mile per lane (pc/mi/ln).  The following table illustrates the freeway segment LOS 

thresholds for each density range utilized for this analysis: 

 

Level of  

Service 

 

Description 

Density Range 

(pc/mi/ln)
1
 

A Free-flow operations in which vehicles are relatively unimpeded in their ability to maneuver 

within the traffic stream. Effects of incidents are easily absorbed. 

0.0 – 11.0 

B Relative free-flow operations in which vehicle maneuvers within the traffic stream are slightly 

restricted. Effects of minor incidents are easily absorbed. 

11.1 – 18.0 

C Travel is still at relative free-flow speeds, but freedom to maneuver within the traffic stream is 

noticeably restricted. Minor incidents may be absorbed, but local deterioration in service will 

be substantial. Queues begin to form behind significant blockages. 

18.1 – 26.0 

D Speeds begin to decline slightly and flows and densities begin to increase more quickly. 

Freedom to maneuver is noticeably limited. Minor incidents can be expected to create 

queuing as the traffic stream has little space to absorb disruptions. 

26.1 – 35.0 

E Operation at capacity.  Vehicles are closely spaced with little room to maneuver.  Any 

disruption in the traffic stream can establish a disruption wave that propagates throughout the 

upstream traffic flow.  Any incident can be expected to produce a serious disruption in traffic 

flow and extensive queuing. 

35.1 – 45.0 

F Breakdown in vehicle flow. >45.0 

1
 pc/mi/ln = passenger cars per mile per lane.  Source:  HCM 2000, Chapter 23 
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I-10 and I-215 Freeway mainline volume data has been obtained from the Caltrans Performance 

Measurement System (PeMS) website for July 23rd, 2013, or closest available date.  The PeMS website 

indicates that freeway detectors were out of service for some freeway segments included in this study 

from January 2013 to November 2013.  In such instances where available freeway mainline volumes 

were more than 10 months old, a growth rate of 1.0 percent was added in an effort to bring slightly 

older freeway volume data to be in line with current conditions.   

 

Consistent with HCM methodology, actual vehicles (as opposed to passenger-car-equivalent or PCE 

volumes) have been utilized to calculate density and the associated level of service (LOS) letter grade 

for each of the analyzed freeway segments. Truck traffic expressed as a percentage of total traffic is 

included as part of the data used to perform the density calculation. As the peak hour directional 

volumes are based on actual vehicles (and not PCE volumes), the peak hour volume data reported in 

this supplemental analysis will differ slightly from the peak hour volume data presented in the Project 

traffic study that was presented in PCE. This is differential is expected, and does not indicate an error in 

volume development. 

 

The freeway ramp and mainline volumes utilized in this analysis are summarized in Table 1. 

 

BASIC FREEWAY SEGMENT ANALYSIS  

Existing (2013) and Existing plus Project Conditions Basic Freeway Segment Analysis 

As shown in Table 2, I-10 and I-215 Freeway segments analyzed for this supplemental analysis were 

found to operate at an acceptable LOS (i.e., LOS “D” or better) during the peak hours with the exception of 

the following segments: 

 

ID Freeway Mainline Segments 

11 I-10 Freeway – Westbound, Carnegie Drive On-Ramp to Carnegie Drive Off-Ramp 

14 I-10 Freeway – Eastbound, Between Waterman Avenue Ramps 

 

The two (2) freeway segments listed above are each anticipated to operate at an unacceptable LOS under 

Existing (2013), and are also anticipated to operate at an unacceptable LOS with the addition of Project 

traffic (Existing plus Project conditions). However, based on the trip distribution patterns identified in the 

Project traffic report, the Project is not anticipated to contribute measureable traffic to either of the identified 

deficient freeway segments.  As such, the Project’s potential impact to these segments is less-than-

significant. 

 

Existing (2013) Conditions and Existing plus Project Conditions basic freeway segment analysis 

worksheets are provided in Attachments “A” and “B” of this memo. 
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Existing plus Ambient Growth (2015) and Existing plus Ambient Growth plus Project (2015) 

Conditions Basic Freeway Segment Analysis 

Table 3 indicates that for EA (2015) and EAP (2015) traffic conditions, there are no additional freeway 

segments projected to operate at a deficient LOS as compared to those segments previously reported to 

be deficient under Existing (2013) conditions. For reasons previously stated, the Project’s contribution and 

resulting potential impacts to the two (2) already deficient freeway segments is less-than-significant.  

 

EA (2015) Conditions and EAP (2015) Conditions basic freeway segment analysis worksheets are 

provided in Attachments “C” and “D” of this memo. 

 

Existing plus Ambient plus Cumulative (2015) and Existing plus Ambient plus Cumulative plus 

Project (2015) Conditions Basic Freeway Segment Analysis 

Table 4 indicates that for EAC (2015) and EAPC (2015) traffic conditions, there are no additional freeway 

segments projected to operate at a deficient LOS as compared to those segments previously reported to 

be deficient under Existing (2013) conditions. As such, the Project’s contributions and resulting potential 

impacts to these deficient freeway segments are less-than-significant.  

 

EAC (2015) Conditions and EAPC (2015) Conditions basic freeway segment analysis worksheets are 

provided in Attachments “E” and “F” of this memo. 

 

Horizon Year (2035) Conditions Basic Freeway Segment Analysis 

As shown in Table 5, each of the freeway segments included in this analysis are anticipated to operate at 

an unacceptable LOS (i.e., LOS “E” or worse) during the AM or PM peak hours under Horizon Year 2035 

Without Project traffic conditions, with the exception of the following two (2) segments: 

 

ID Freeway Mainline Segments 

2 I-215 Freeway – Southbound, Auto Center Off-Ramp to Inland Center On-Ramp 

4 I-215 Freeway – Southbound, Auto Plaza Loop On-Ramp to Auto Plaza On-Ramp 

 

The addition of Project traffic is not anticipated to cause any additional deficiencies as compared to 

Horizon Year (2035) Without Project traffic conditions. 

 

Horizon Year (2035) Without and With Project basic freeway segment analysis worksheets are provided in 

Attachments “G” and “H” of this memo. 

 

CONCLUSION 

The Project is not anticipated to contribute 100 or more two-way peak hour trips whether stated as actual 

vehicles or PCE to the freeway segments found to be cumulatively impacted in this analysis. As such, its 

contribution to the forecasted future cumulative impacts is less then cumulatively considerable. 
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If you have any questions regarding this assessment please contact me at (949) 660-1994.  

 

Respectfully submitted, 

 

URBAN CROSSROADS, INC. 

       

Aric Evatt, PTP      Donson Liu, EIT 

Principal       Assistant Transportation Engineer 

 

JN: 08765-09 Memo 

Attachments 
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Table 2

Lanes1 AM PM AM PM AM PM AM PM

North of Auto Center Off-Ramp 4 22.7 19.5 C C 22.8 19.5 C C

Auto Plaza Off-Ramp to Inland Center On-Ramp 4 19.8 18.5 C C 19.8 18.5 C C

Inlane Center On-Ramp to Auto Plaza Loop On-Ramp 4 22.2 22.6 C C 22.2 22.6 C C

Auto Plaza Loop On-Ramp to Auto Plaza On-Ramp 5 18.6 20.5 C C 18.7 20.6 C C

South of Auto Center Drive 5 18.9 20.8 C C 19.0 21.0 C C

North of Orange Show On-Ramp 4 14.9 17.4 B B 15.0 17.4 B B

Orange Show On-Ramp to Inland Center Off-Ramp 4 14.2 15.0 B B 14.2 15.0 B B

Inland Center Off-Ramp to Orange Show Off-Ramp 4 19.1 19.4 C C 19.1 19.4 C C

South of Orange Show Road 5 17.9 17.5 B B 18.0 17.5 B B

West of Carnegie Drive 5 28.4 26.5 D D 28.4 26.5 D D

Carnegie Drive On-Ramp to Carnegie Drive Off-Ramp 4 38.5 30.7 E D 38.5 30.7 E D

East of Carnegie Drive 5 32.1 27.4 D D 32.2 27.4 D D

West of Waterman Avenue 5 23.9 29.5 C D 23.9 29.8 C D

Between Waterman Avenue Ramps 4 25.3 37.4 C E 25.3 37.4 C E
East of Waterman Avenue 5 21.2 30.5 C D 21.2 30.6 C D

1 Number of lanes are in the specified direction and is based on existing conditions (mixed-flow lanes only).
2 Density is measured by passenger cars per mile per lane (pc/mi/ln).
BOLD = Unacceptable LOS
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Table 3

Lanes1 AM PM AM PM AM PM AM PM

North of Auto Center Off-Ramp 4 23.2 19.9 C C 23.2 19.9 C C

Auto Plaza Off-Ramp to Inland Center On-Ramp 4 20.2 18.9 C C 20.2 18.9 C C

Inlane Center On-Ramp to Auto Plaza Loop On-Ramp 4 22.6 23.0 C C 22.6 23.0 C C

Auto Plaza Loop On-Ramp to Auto Plaza On-Ramp 5 19.0 20.9 C C 19.0 21.0 C C

South of Auto Center Drive 5 19.3 21.2 C C 19.4 21.4 C C

North of Orange Show On-Ramp 4 15.2 17.7 B B 15.3 17.8 B B

Orange Show On-Ramp to Inland Center Off-Ramp 4 14.5 15.3 B B 14.5 15.3 B B

Inland Center Off-Ramp to Orange Show Off-Ramp 4 19.5 19.8 C C 19.5 19.8 C C

South of Orange Show Road 5 18.3 17.8 C B 18.3 17.8 C B

West of Carnegie Drive 5 29.1 27.1 D D 29.1 27.1 D D

Carnegie Drive On-Ramp to Carnegie Drive Off-Ramp 4 40.1 31.6 E D 40.1 31.6 E D

East of Carnegie Drive 5 33.1 28.1 D D 33.2 28.1 D D

West of Waterman Avenue 5 24.4 30.6 C D 24.4 30.6 C D

Between Waterman Avenue Ramps 4 25.8 38.9 C E 25.8 38.9 C E
East of Waterman Avenue 5 21.6 31.3 C D 21.7 31.5 C D

1 Number of lanes are in the specified direction and is based on existing conditions (mixed-flow lanes only).
2 Density is measured by passenger cars per mile per lane (pc/mi/ln).
BOLD = Unacceptable LOS
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Table 4

Lanes1 AM PM AM PM AM PM AM PM

North of Auto Center Off-Ramp 4 23.7 20.4 C C 23.8 20.4 C C

Auto Plaza Off-Ramp to Inland Center On-Ramp 4 20.6 19.3 C C 20.6 19.3 C C

Inlane Center On-Ramp to Auto Plaza Loop On-Ramp 4 24.0 24.5 C C 24.0 24.5 C C

Auto Plaza Loop On-Ramp to Auto Plaza On-Ramp 5 20.2 22.1 C C 20.3 22.2 C C

South of Auto Center Drive 5 20.6 22.6 C C 20.6 22.7 C C

North of Orange Show On-Ramp 4 16.1 18.6 B C 16.1 18.7 B C

Orange Show On-Ramp to Inland Center Off-Ramp 4 15.2 16.2 B B 15.2 16.2 B B

Inland Center Off-Ramp to Orange Show Off-Ramp 4 20.9 22.2 C C 20.9 22.2 C C

South of Orange Show Road 5 19.6 19.8 C C 19.6 19.8 C C

West of Carnegie Drive 5 29.3 27.7 D D 29.3 27.7 D D

Carnegie Drive On-Ramp to Carnegie Drive Off-Ramp 4 40.4 32.2 E D 40.4 32.2 E D

East of Carnegie Drive 5 33.3 28.7 D D 33.4 28.7 D D

West of Waterman Avenue 5 24.8 30.8 C D 24.9 30.8 C D

Between Waterman Avenue Ramps 4 26.4 39.3 D E 26.4 39.3 D E
East of Waterman Avenue 5 22.1 31.6 C D 22.1 31.7 C D

1 Number of lanes are in the specified direction and is based on existing conditions (mixed-flow lanes only).
2 Density is measured by passenger cars per mile per lane (pc/mi/ln).
BOLD = Unacceptable LOS
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Table 5

Lanes1 AM PM AM PM AM PM AM PM

North of Auto Center Off-Ramp 4 -- 24.8 F C -- 24.8 F C

Auto Plaza Off-Ramp to Inland Center On-Ramp 4 35.0 30.3 D D 35.0 30.3 D D

Inlane Center On-Ramp to Auto Plaza Loop On-Ramp 4 44.5 42.0 E E 44.5 42.0 E E
Auto Plaza Loop On-Ramp to Auto Plaza On-Ramp 5 31.4 33.6 D D 31.4 33.8 D D

South of Auto Center Drive 5 32.0 35.1 D E 32.0 35.3 D E
North of Orange Show On-Ramp 4 37.3 -- E F 37.4 -- E F
Orange Show On-Ramp to Inland Center Off-Ramp 4 33.2 41.4 D E 33.2 41.4 D E
Inland Center Off-Ramp to Orange Show Off-Ramp 4 -- -- F F -- -- F F
South of Orange Show Road 5 40.9 44.0 E E 41.1 44.1 E E
West of Carnegie Drive 5 41.7 -- E F 41.7 -- E F
Carnegie Drive On-Ramp to Carnegie Drive Off-Ramp 4 -- -- F F -- -- F F
East of Carnegie Drive 5 -- -- F F -- -- F F
West of Waterman Avenue 5 42.3 -- E F 42.4 -- E F
Between Waterman Avenue Ramps 4 -- -- F F -- -- F F
East of Waterman Avenue 5 36.2 -- E F 36.3 -- E F

1 Number of lanes are in the specified direction and is based on existing conditions (mixed-flow lanes only).
2 Density is measured by passenger cars per mile per lane (pc/mi/ln).
BOLD = Unacceptable LOS
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Alliance California Gateway South Building 3 Traffic Impact Analysis  
City of San Bernardino, CA (JN:08765-09) 
  

ATTACHMENT “A” 
Existing (2013) Conditions 

Basic Freeway Segment Analysis Worksheets 
 
 
 
 
 
 

 



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To North of Auto Plaza Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5272 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1476 pc/h/ln

S 65.0 mi/h 
D = vp / S 22.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Plaza Off to Inland On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4606 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1289 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Auto Loop On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5128 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1442 pc/h/ln

S 65.0 mi/h 
D = vp / S 22.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Loop On to Auto On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5376 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1210 pc/h/ln

S 65.0 mi/h 
D = vp / S 18.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To S of Auto Plaza On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5470 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1231 pc/h/ln

S 65.0 mi/h 
D = vp / S 18.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Orange Show On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3466 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

970 pc/h/ln

S 65.0 mi/h 
D = vp / S 14.9 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7

Copyright © 2005 University of Florida, All Rights Reserved     HCS+TM   Version 5.21 Generated:  11/19/2013    10:08 AM

Page 1 of 1BASIC FREEWAY WORKSHEET

11/19/2013file:///C:/Users/dliu/AppData/Local/Temp/f2k77AE.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Orange Show On to Inland Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3297 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

923 pc/h/ln

S 65.0 mi/h 
D = vp / S 14.2 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland Off to Orange Show Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4465 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1244 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To S of Orange Show Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5220 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1163 pc/h/ln

S 65.0 mi/h 
D = vp / S 17.9 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To West of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7746 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1810 pc/h/ln

S 63.8 mi/h 
D = vp / S 28.4 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Carnegie On to Carnegie Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7521 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2197 pc/h/ln

S 57.1 mi/h 
D = vp / S 38.5 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To East of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8555 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1981 pc/h/ln

S 61.8 mi/h 
D = vp / S 32.1 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To West of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6762 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 11 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.948 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1551 pc/h/ln

S 65.0 mi/h 
D = vp / S 23.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Between Waterman Ramps 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5683 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1637 pc/h/ln

S 64.8 mi/h 
D = vp / S 25.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To East of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5983 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1379 pc/h/ln

S 65.0 mi/h 
D = vp / S 21.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To North of Auto Plaza Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4531 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1268 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Plaza Off to Inland On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4305 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1205 pc/h/ln

S 65.0 mi/h 
D = vp / S 18.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Auto Loop On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5247 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1469 pc/h/ln

S 65.0 mi/h 
D = vp / S 22.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Loop On to Auto On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5942 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1330 pc/h/ln

S 65.0 mi/h 
D = vp / S 20.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To S of Auto Plaza On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6065 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1351 pc/h/ln

S 65.0 mi/h 
D = vp / S 20.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Orange Show On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4030 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1128 pc/h/ln

S 65.0 mi/h 
D = vp / S 17.4 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Orange Show On to Inland Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3462 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

974 pc/h/ln

S 65.0 mi/h 
D = vp / S 15.0 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland Off to Orange Show Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4516 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1264 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To S of Orange Show Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5068 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1135 pc/h/ln

S 65.0 mi/h 
D = vp / S 17.5 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To West of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7347 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 14 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.935 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1709 pc/h/ln

S 64.5 mi/h 
D = vp / S 26.5 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Carnegie On to Carnegie Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6581 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1922 pc/h/ln

S 62.6 mi/h 
D = vp / S 30.7 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To East of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7598 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1759 pc/h/ln

S 64.2 mi/h 
D = vp / S 27.4 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To West of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8111 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1878 pc/h/ln

S 63.1 mi/h 
D = vp / S 29.7 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Between Waterman Ramps 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7487 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2167 pc/h/ln

S 57.9 mi/h 
D = vp / S 37.4 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To East of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Existing (2013) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8297 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1912 pc/h/ln

S 62.7 mi/h 
D = vp / S 30.5 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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Alliance California Gateway South Building 3 Traffic Impact Analysis  
City of San Bernardino, CA (JN:08765-09) 
  

ATTACHMENT “B” 
Existing plus Project Conditions 

Basic Freeway Segment Analysis Worksheets 
 
 



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To North of Auto Plaza Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5287 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1480 pc/h/ln

S 65.0 mi/h 
D = vp / S 22.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Plaza Off to Inland On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4606 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1289 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Auto Loop On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5128 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1442 pc/h/ln

S 65.0 mi/h 
D = vp / S 22.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Loop On to Auto On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5390 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1213 pc/h/ln

S 65.0 mi/h 
D = vp / S 18.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To S of Auto Plaza On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5484 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1234 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Orange Show On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3473 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

972 pc/h/ln

S 65.0 mi/h 
D = vp / S 15.0 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Orange Show On to Inland Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3297 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

923 pc/h/ln

S 65.0 mi/h 
D = vp / S 14.2 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7

Copyright © 2005 University of Florida, All Rights Reserved     HCS+TM   Version 5.21 Generated:  11/15/2013    4:33 PM

Page 1 of 1BASIC FREEWAY WORKSHEET

11/15/2013file:///C:/Users/dliu/AppData/Local/Temp/f2k5B53.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland Off to Orange Show Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4465 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1244 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To S of Orange Show Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5242 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1168 pc/h/ln

S 65.0 mi/h 
D = vp / S 18.0 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7

Copyright © 2005 University of Florida, All Rights Reserved     HCS+TM   Version 5.21 Generated:  11/15/2013    4:34 PM

Page 1 of 1BASIC FREEWAY WORKSHEET

11/15/2013file:///C:/Users/dliu/AppData/Local/Temp/f2kB7F.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To West of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7746 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1810 pc/h/ln

S 63.8 mi/h 
D = vp / S 28.4 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Carnegie On to Carnegie Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7521 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2197 pc/h/ln

S 57.1 mi/h 
D = vp / S 38.5 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To East of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8576 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1986 pc/h/ln

S 61.7 mi/h 
D = vp / S 32.2 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To West of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6772 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 11 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.948 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1553 pc/h/ln

S 65.0 mi/h 
D = vp / S 23.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Between Waterman Ramps 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5683 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1637 pc/h/ln

S 64.8 mi/h 
D = vp / S 25.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To East of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5992 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1381 pc/h/ln

S 65.0 mi/h 
D = vp / S 21.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To North of Auto Plaza Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4538 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1270 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Plaza Off to Inland On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4305 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1205 pc/h/ln

S 65.0 mi/h 
D = vp / S 18.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Auto Loop On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5247 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1469 pc/h/ln

S 65.0 mi/h 
D = vp / S 22.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Loop On to Auto On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5975 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1338 pc/h/ln

S 65.0 mi/h 
D = vp / S 20.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7

Copyright © 2005 University of Florida, All Rights Reserved     HCS+TM   Version 5.21 Generated:  11/15/2013    4:38 PM

Page 1 of 1BASIC FREEWAY WORKSHEET

11/15/2013file:///C:/Users/dliu/AppData/Local/Temp/f2k65AF.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To S of Auto Plaza On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6098 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1365 pc/h/ln

S 65.0 mi/h 
D = vp / S 21.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Orange Show On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4046 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1132 pc/h/ln

S 65.0 mi/h 
D = vp / S 17.4 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Orange Show On to Inland Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3462 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

974 pc/h/ln

S 65.0 mi/h 
D = vp / S 15.0 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland Off to Orange Show Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4516 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1264 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To S of Orange Show Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5079 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1137 pc/h/ln

S 65.0 mi/h 
D = vp / S 17.5 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To West of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7347 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 14 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.935 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1709 pc/h/ln

S 64.5 mi/h 
D = vp / S 26.5 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Carnegie On to Carnegie Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6581 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1922 pc/h/ln

S 62.6 mi/h 
D = vp / S 30.7 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To East of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7608 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1761 pc/h/ln

S 64.2 mi/h 
D = vp / S 27.4 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To West of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8116 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1879 pc/h/ln

S 63.1 mi/h 
D = vp / S 29.8 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Between Waterman Ramps 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7487 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2167 pc/h/ln

S 57.9 mi/h 
D = vp / S 37.4 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To East of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year E+P Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8320 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1917 pc/h/ln

S 62.7 mi/h 
D = vp / S 30.6 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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Alliance California Gateway South Building 3 Traffic Impact Analysis  
City of San Bernardino, CA (JN:08765-09) 
  

ATTACHMENT “C” 
Existing plus Ambient Growth (2015) Conditions 

Basic Freeway Segment Analysis Worksheets 
 



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To North of Auto Plaza Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5377 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1505 pc/h/ln

S 65.0 mi/h 
D = vp / S 23.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Plaza Off to Inland On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4698 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1315 pc/h/ln

S 65.0 mi/h 
D = vp / S 20.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Auto Loop On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5231 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1471 pc/h/ln

S 65.0 mi/h 
D = vp / S 22.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Loop On to Auto On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5484 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1234 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To S of Auto Plaza On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5580 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1255 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Orange Show On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3539 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

991 pc/h/ln

S 65.0 mi/h 
D = vp / S 15.2 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Orange Show On to Inland Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3363 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

941 pc/h/ln

S 65.0 mi/h 
D = vp / S 14.5 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland Off to Orange Show Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4555 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1269 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To S of Orange Show Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5325 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1187 pc/h/ln

S 65.0 mi/h 
D = vp / S 18.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To West of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7902 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1847 pc/h/ln

S 63.5 mi/h 
D = vp / S 29.1 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Carnegie On to Carnegie Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7673 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2241 pc/h/ln

S 55.9 mi/h 
D = vp / S 40.1 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To East of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8728 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2021 pc/h/ln

S 61.1 mi/h 
D = vp / S 33.1 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To West of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6899 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 11 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.948 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1582 pc/h/ln

S 64.9 mi/h 
D = vp / S 24.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Between Waterman Ramps 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5798 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1670 pc/h/ln

S 64.7 mi/h 
D = vp / S 25.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To East of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6104 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1407 pc/h/ln

S 65.0 mi/h 
D = vp / S 21.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To North of Auto Plaza Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4623 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1294 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Plaza Off to Inland On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4392 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1229 pc/h/ln

S 65.0 mi/h 
D = vp / S 18.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Auto Loop On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5352 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1498 pc/h/ln

S 65.0 mi/h 
D = vp / S 23.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Loop On to Auto On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6061 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1357 pc/h/ln

S 65.0 mi/h 
D = vp / S 20.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To S of Auto Plaza On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6186 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1378 pc/h/ln

S 65.0 mi/h 
D = vp / S 21.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Orange Show On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4112 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1151 pc/h/ln

S 65.0 mi/h 
D = vp / S 17.7 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Orange Show On to Inland Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3532 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

993 pc/h/ln

S 65.0 mi/h 
D = vp / S 15.3 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland Off to Orange Show Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4606 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1289 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To S of Orange Show Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5169 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1157 pc/h/ln

S 65.0 mi/h 
D = vp / S 17.8 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To West of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7494 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 14 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.935 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1743 pc/h/ln

S 64.3 mi/h 
D = vp / S 27.1 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Carnegie On to Carnegie Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6713 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1961 pc/h/ln

S 62.1 mi/h 
D = vp / S 31.6 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To East of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7751 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1795 pc/h/ln

S 63.9 mi/h 
D = vp / S 28.1 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To West of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8275 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1916 pc/h/ln

S 62.7 mi/h 
D = vp / S 30.6 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Between Waterman Ramps 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7638 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2210 pc/h/ln

S 56.8 mi/h 
D = vp / S 38.9 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To East of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EA (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8464 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1950 pc/h/ln

S 62.2 mi/h 
D = vp / S 31.3 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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Alliance California Gateway South Building 3 Traffic Impact Analysis  
City of San Bernardino, CA (JN:08765-09) 
  

ATTACHMENT “D” 
Existing plus Ambient Growth plus Project (2015) Conditions 

Basic Freeway Segment Analysis Worksheets 
 



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To North of Auto Plaza Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5392 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1509 pc/h/ln

S 65.0 mi/h 
D = vp / S 23.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Plaza Off to Inland On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4698 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1315 pc/h/ln

S 65.0 mi/h 
D = vp / S 20.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Auto Loop On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5231 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1471 pc/h/ln

S 65.0 mi/h 
D = vp / S 22.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Loop On to Auto On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5498 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1237 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To S of Auto Plaza On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5594 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1259 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Orange Show On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3546 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

992 pc/h/ln

S 65.0 mi/h 
D = vp / S 15.3 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Orange Show On to Inland Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3363 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

941 pc/h/ln

S 65.0 mi/h 
D = vp / S 14.5 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland Off to Orange Show Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4555 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1269 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To S of Orange Show Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5347 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1191 pc/h/ln

S 65.0 mi/h 
D = vp / S 18.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To West of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7902 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1847 pc/h/ln

S 63.5 mi/h 
D = vp / S 29.1 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Carnegie On to Carnegie Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7673 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2241 pc/h/ln

S 55.9 mi/h 
D = vp / S 40.1 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To East of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8749 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2026 pc/h/ln

S 61.0 mi/h 
D = vp / S 33.2 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To West of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6909 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 11 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.948 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1585 pc/h/ln

S 64.9 mi/h 
D = vp / S 24.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Between Waterman Ramps 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5798 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1670 pc/h/ln

S 64.7 mi/h 
D = vp / S 25.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To East of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6113 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1409 pc/h/ln

S 65.0 mi/h 
D = vp / S 21.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To North of Auto Plaza Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4630 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1296 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Plaza Off to Inland On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4392 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1229 pc/h/ln

S 65.0 mi/h 
D = vp / S 18.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Auto Loop On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5352 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1498 pc/h/ln

S 65.0 mi/h 
D = vp / S 23.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Loop On to Auto On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6094 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1365 pc/h/ln

S 65.0 mi/h 
D = vp / S 21.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To S of Auto Plaza On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6219 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1393 pc/h/ln

S 65.0 mi/h 
D = vp / S 21.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Orange Show On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4128 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1155 pc/h/ln

S 65.0 mi/h 
D = vp / S 17.8 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Orange Show On to Inland Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3532 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

993 pc/h/ln

S 65.0 mi/h 
D = vp / S 15.3 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland Off to Orange Show Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4606 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1289 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To S of Orange Show Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5180 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1160 pc/h/ln

S 65.0 mi/h 
D = vp / S 17.8 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To West of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7494 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 14 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.935 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1743 pc/h/ln

S 64.3 mi/h 
D = vp / S 27.1 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Carnegie On to Carnegie Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6713 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1961 pc/h/ln

S 62.1 mi/h 
D = vp / S 31.6 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To East of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7761 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1797 pc/h/ln

S 63.9 mi/h 
D = vp / S 28.1 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To West of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8280 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1917 pc/h/ln

S 62.7 mi/h 
D = vp / S 30.6 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Between Waterman Ramps 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7638 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2210 pc/h/ln

S 56.8 mi/h 
D = vp / S 38.9 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To East of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAP (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8487 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1956 pc/h/ln

S 62.1 mi/h 
D = vp / S 31.5 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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Alliance California Gateway South Building 3 Traffic Impact Analysis  
City of San Bernardino, CA (JN:08765-09) 
  

ATTACHMENT “E” 
Existing plus Ambient plus Cumulative (2015) Conditions 

Basic Freeway Segment Analysis Worksheets 
 



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To North of Auto Plaza Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5506 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1541 pc/h/ln

S 65.0 mi/h 
D = vp / S 23.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Plaza Off to Inland On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4794 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1342 pc/h/ln

S 65.0 mi/h 
D = vp / S 20.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Auto Loop On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5575 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1560 pc/h/ln

S 64.9 mi/h 
D = vp / S 24.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Loop On to Auto On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5838 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1314 pc/h/ln

S 65.0 mi/h 
D = vp / S 20.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To S of Auto Plaza On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5936 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1336 pc/h/ln

S 65.0 mi/h 
D = vp / S 20.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Orange Show On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3737 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1046 pc/h/ln

S 65.0 mi/h 
D = vp / S 16.1 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Orange Show On to Inland Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3533 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

989 pc/h/ln

S 65.0 mi/h 
D = vp / S 15.2 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland Off to Orange Show Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4877 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1358 pc/h/ln

S 65.0 mi/h 
D = vp / S 20.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To S of Orange Show Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5706 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1271 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To West of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7937 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1855 pc/h/ln

S 63.4 mi/h 
D = vp / S 29.3 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7

Copyright © 2005 University of Florida, All Rights Reserved     HCS+TM   Version 5.21 Generated:  11/15/2013    6:29 PM

Page 1 of 1BASIC FREEWAY WORKSHEET

11/15/2013file:///C:/Users/dliu/AppData/Local/Temp/f2k653.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Carnegie On to Carnegie Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7691 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2247 pc/h/ln

S 55.7 mi/h 
D = vp / S 40.4 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To East of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8765 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2029 pc/h/ln

S 60.9 mi/h 
D = vp / S 33.3 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To West of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7023 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 11 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.948 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1611 pc/h/ln

S 64.9 mi/h 
D = vp / S 24.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Between Waterman Ramps 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5910 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1702 pc/h/ln

S 64.5 mi/h 
D = vp / S 26.4 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To East of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6228 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1435 pc/h/ln

S 65.0 mi/h 
D = vp / S 22.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To North of Auto Plaza Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4734 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1325 pc/h/ln

S 65.0 mi/h 
D = vp / S 20.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Plaza Off to Inland On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4489 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1256 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Auto Loop On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5716 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1592 pc/h/ln

S 64.9 mi/h 
D = vp / S 24.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Loop On to Auto On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6452 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1438 pc/h/ln

S 65.0 mi/h 
D = vp / S 22.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To S of Auto Plaza On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6588 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1468 pc/h/ln

S 65.0 mi/h 
D = vp / S 22.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Orange Show On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4323 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1210 pc/h/ln

S 65.0 mi/h 
D = vp / S 18.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Orange Show On to Inland Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3736 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1051 pc/h/ln

S 65.0 mi/h 
D = vp / S 16.2 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland Off to Orange Show Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5152 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1442 pc/h/ln

S 65.0 mi/h 
D = vp / S 22.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To S of Orange Show Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5735 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1284 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To West of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7633 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 14 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.935 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1776 pc/h/ln

S 64.1 mi/h 
D = vp / S 27.7 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Carnegie On to Carnegie Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6804 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1988 pc/h/ln

S 61.6 mi/h 
D = vp / S 32.2 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To East of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7891 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1827 pc/h/ln

S 63.7 mi/h 
D = vp / S 28.7 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To West of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8317 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1926 pc/h/ln

S 62.6 mi/h 
D = vp / S 30.8 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Between Waterman Ramps 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7666 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2219 pc/h/ln

S 56.5 mi/h 
D = vp / S 39.3 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To East of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8511 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1961 pc/h/ln

S 62.1 mi/h 
D = vp / S 31.6 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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Alliance California Gateway South Building 3 Traffic Impact Analysis  
City of San Bernardino, CA (JN:08765-09) 
  

ATTACHMENT “F” 
Existing plus Ambient plus Cumulative plus Project (2015) Conditions 

Basic Freeway Segment Analysis Worksheets 
 



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To North of Auto Plaza Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5521 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1545 pc/h/ln

S 65.0 mi/h 
D = vp / S 23.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Plaza Off to Inland On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4794 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1342 pc/h/ln

S 65.0 mi/h 
D = vp / S 20.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Auto Loop On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5575 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1560 pc/h/ln

S 64.9 mi/h 
D = vp / S 24.0 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Loop On to Auto On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5852 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1317 pc/h/ln

S 65.0 mi/h 
D = vp / S 20.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To S of Auto Plaza On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5950 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1339 pc/h/ln

S 65.0 mi/h 
D = vp / S 20.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Orange Show On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3744 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1048 pc/h/ln

S 65.0 mi/h 
D = vp / S 16.1 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Orange Show On to Inland Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3533 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

989 pc/h/ln

S 65.0 mi/h 
D = vp / S 15.2 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland Off to Orange Show Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4877 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1358 pc/h/ln

S 65.0 mi/h 
D = vp / S 20.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To S of Orange Show Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5728 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1276 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.6 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To West of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7937 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1855 pc/h/ln

S 63.4 mi/h 
D = vp / S 29.3 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Carnegie On to Carnegie Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7691 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2247 pc/h/ln

S 55.7 mi/h 
D = vp / S 40.4 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To East of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8786 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2034 pc/h/ln

S 60.8 mi/h 
D = vp / S 33.4 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To West of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7033 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 11 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.948 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1613 pc/h/ln

S 64.8 mi/h 
D = vp / S 24.9 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Between Waterman Ramps 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5910 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1702 pc/h/ln

S 64.5 mi/h 
D = vp / S 26.4 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To East of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6237 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1437 pc/h/ln

S 65.0 mi/h 
D = vp / S 22.1 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To North of Auto Plaza Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4741 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1327 pc/h/ln

S 65.0 mi/h 
D = vp / S 20.4 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Plaza Off to Inland On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4489 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1256 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.3 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Auto Loop On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5716 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1592 pc/h/ln

S 64.9 mi/h 
D = vp / S 24.5 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Loop On to Auto On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6485 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1445 pc/h/ln

S 65.0 mi/h 
D = vp / S 22.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To S of Auto Plaza On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6621 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1475 pc/h/ln

S 65.0 mi/h 
D = vp / S 22.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Orange Show On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 4339 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1214 pc/h/ln

S 65.0 mi/h 
D = vp / S 18.7 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Orange Show On to Inland Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 3736 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 7 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.966 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1051 pc/h/ln

S 65.0 mi/h 
D = vp / S 16.2 pc/mi/ln 
LOS B 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland Off to Orange Show Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5152 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1442 pc/h/ln

S 65.0 mi/h 
D = vp / S 22.2 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To S of Orange Show Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 5746 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 6 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.971 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1287 pc/h/ln

S 65.0 mi/h 
D = vp / S 19.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To West of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7633 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 14 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.935 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1776 pc/h/ln

S 64.1 mi/h 
D = vp / S 27.7 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Carnegie On to Carnegie Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 6804 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 15 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.930 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1988 pc/h/ln

S 61.6 mi/h 
D = vp / S 32.2 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To East of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7901 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1829 pc/h/ln

S 63.7 mi/h 
D = vp / S 28.7 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To West of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8322 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1927 pc/h/ln

S 62.5 mi/h 
D = vp / S 30.8 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Between Waterman Ramps 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7666 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2219 pc/h/ln

S 56.5 mi/h 
D = vp / S 39.3 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To East of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year EAPC (2015) Conditions 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8534 veh/h Peak-Hour Factor, PHF 0.92 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1967 pc/h/ln

S 62.0 mi/h 
D = vp / S 31.7 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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Alliance California Gateway South Building 3 Traffic Impact Analysis  
City of San Bernardino, CA (JN:08765-09) 
  

ATTACHMENT “G” 
Horizon Year (2035) Without Project Conditions 
Basic Freeway Segment Analysis Worksheets 

 



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To North of Auto Plaza Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8778 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2368 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Plaza Off to Inland On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7748 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2090 pc/h/ln

S 59.7 mi/h 
D = vp / S 35.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7

Copyright © 2005 University of Florida, All Rights Reserved     HCS+TM   Version 5.21 Generated:  11/18/2013    1:07 PM

Page 1 of 1BASIC FREEWAY WORKSHEET

11/18/2013file:///C:/Users/dliu/AppData/Local/Temp/f2kFFF8.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Auto Loop On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8677 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2341 pc/h/ln

S 52.6 mi/h 
D = vp / S 44.5 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Loop On to Auto On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9040 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1951 pc/h/ln

S 62.2 mi/h 
D = vp / S 31.4 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To S of Auto Plaza On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9159 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1976 pc/h/ln

S 61.8 mi/h 
D = vp / S 32.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Orange Show On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8105 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 3 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2165 pc/h/ln

S 58.0 mi/h 
D = vp / S 37.3 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Orange Show On to Inland Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7587 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 3 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2027 pc/h/ln

S 61.0 mi/h 
D = vp / S 33.2 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland Off to Orange Show Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9180 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 3 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2452 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To S of Orange Show Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 10577 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 3 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2260 pc/h/ln

S 55.3 mi/h 
D = vp / S 40.9 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To West of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 10117 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 14 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.935 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2279 pc/h/ln

S 54.7 mi/h 
D = vp / S 41.7 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Carnegie On to Carnegie Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9705 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 14 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.935 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2733 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To East of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 10957 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2457 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7

Copyright © 2005 University of Florida, All Rights Reserved     HCS+TM   Version 5.21 Generated:  11/18/2013    1:10 PM

Page 1 of 1BASIC FREEWAY WORKSHEET

11/18/2013file:///C:/Users/dliu/AppData/Local/Temp/f2kC163.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To West of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 10422 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 9 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2293 pc/h/ln

S 54.2 mi/h 
D = vp / S 42.3 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Between Waterman Ramps 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9205 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 10 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2543 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To East of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9634 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 10 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2130 pc/h/ln

S 58.8 mi/h 
D = vp / S 36.2 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To North of Auto Plaza Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7454 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1608 pc/h/ln

S 64.9 mi/h 
D = vp / S 24.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Plaza Off to Inland On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7064 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1905 pc/h/ln

S 62.8 mi/h 
D = vp / S 30.3 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Auto Loop On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8518 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 4 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2286 pc/h/ln

S 54.5 mi/h 
D = vp / S 42.0 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Loop On to Auto On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9505 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 4 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2041 pc/h/ln

S 60.7 mi/h 
D = vp / S 33.6 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To S of Auto Plaza On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9748 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 4 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2093 pc/h/ln

S 59.7 mi/h 
D = vp / S 35.1 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Orange Show On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9114 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 4 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2446 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Orange Show On to Inland Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8467 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 4 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2273 pc/h/ln

S 54.9 mi/h 
D = vp / S 41.4 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland Off to Orange Show Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 10069 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 4 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2703 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To S of Orange Show Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 10845 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 4 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2329 pc/h/ln

S 53.0 mi/h 
D = vp / S 44.0 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To West of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 11184 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 11 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.948 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2484 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Carnegie On to Carnegie Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9895 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2773 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To East of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 11469 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 11 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.948 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2547 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To West of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 10764 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2402 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Between Waterman Ramps 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9981 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2784 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To East of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) NP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 10998 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2454 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7

Copyright © 2005 University of Florida, All Rights Reserved     HCS+TM   Version 5.21 Generated:  11/18/2013    1:15 PM

Page 1 of 1BASIC FREEWAY WORKSHEET

11/18/2013file:///C:/Users/dliu/AppData/Local/Temp/f2kE0C5.tmp



Alliance California Gateway South Building 3 Traffic Impact Analysis  
City of San Bernardino, CA (JN:08765-09) 
  

ATTACHMENT “H” 
Horizon Year (2035) With Project Conditions 

Basic Freeway Segment Analysis Worksheets 
 



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To North of Auto Plaza Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8793 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2372 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Plaza Off to Inland On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7748 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2090 pc/h/ln

S 59.7 mi/h 
D = vp / S 35.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Auto Loop On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8677 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2341 pc/h/ln

S 52.6 mi/h 
D = vp / S 44.5 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Loop On to Auto On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9054 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1954 pc/h/ln

S 62.2 mi/h 
D = vp / S 31.4 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To S of Auto Plaza On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9173 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1979 pc/h/ln

S 61.8 mi/h 
D = vp / S 32.0 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Orange Show On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8112 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 3 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2167 pc/h/ln

S 57.9 mi/h 
D = vp / S 37.4 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Orange Show On to Inland Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7587 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 3 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2027 pc/h/ln

S 61.0 mi/h 
D = vp / S 33.2 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland Off to Orange Show Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9180 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 3 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2452 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To S of Orange Show Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 10599 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 3 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.985 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2265 pc/h/ln

S 55.1 mi/h 
D = vp / S 41.1 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To West of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 10117 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 14 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.935 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2279 pc/h/ln

S 54.7 mi/h 
D = vp / S 41.7 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Carnegie On to Carnegie Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9705 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 14 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.935 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2733 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To East of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 10978 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2461 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To West of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 10432 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 9 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.957 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2295 pc/h/ln

S 54.2 mi/h 
D = vp / S 42.4 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Between Waterman Ramps 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9205 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 10 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2543 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To East of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period AM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9643 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 10 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.952 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2132 pc/h/ln

S 58.8 mi/h 
D = vp / S 36.3 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To North of Auto Plaza Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7461 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1610 pc/h/ln

S 64.9 mi/h 
D = vp / S 24.8 pc/mi/ln 
LOS C 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Plaza Off to Inland On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 7064 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 5 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.976 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

1905 pc/h/ln

S 62.8 mi/h 
D = vp / S 30.3 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Auto Loop On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8518 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 4 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2286 pc/h/ln

S 54.5 mi/h 
D = vp / S 42.0 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To Auto Loop On to Auto On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9538 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 4 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2048 pc/h/ln

S 60.6 mi/h 
D = vp / S 33.8 pc/mi/ln 
LOS D 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Southbound 
Agency or Company Urban Crossroads, Inc. From/To S of Auto Plaza On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9781 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 4 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2100 pc/h/ln

S 59.5 mi/h 
D = vp / S 35.3 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland On to Orange Show On 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9130 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 4 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2451 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Orange Show On to Inland Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 8467 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 4 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2273 pc/h/ln

S 54.9 mi/h 
D = vp / S 41.4 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To Inland Off to Orange Show Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 10069 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 4 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2703 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-215 Northbound 
Agency or Company Urban Crossroads, Inc. From/To S of Orange Show Off Ramp 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 10856 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 4 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.980 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2331 pc/h/ln

S 52.9 mi/h 
D = vp / S 44.1 pc/mi/ln 
LOS E 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To West of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 11184 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 11 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.948 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2484 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To Carnegie On to Carnegie Off 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9895 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 13 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.939 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2773 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Westbound 
Agency or Company Urban Crossroads, Inc. From/To East of Carnegie 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 11479 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 11 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.948 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2550 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To West of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 10769 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2403 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To Between Waterman Ramps 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 9981 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 4 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2784 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7

Copyright © 2005 University of Florida, All Rights Reserved     HCS+TM   Version 5.21 Generated:  11/18/2013    1:40 PM

Page 1 of 1BASIC FREEWAY WORKSHEET

11/18/2013file:///C:/Users/dliu/AppData/Local/Temp/f2k55D5.tmp



BASIC FREEWAY SEGMENTS WORKSHEET

General Information Site Information 
Analyst Donson Liu Highway/Direction of Travel I-10 Eastbound 
Agency or Company Urban Crossroads, Inc. From/To East of Waterman 
Date Performed 11/15/2013 Jurisdiction Caltrans 
Analysis Time Period PM Peak Hour Analysis Year Horizon Year (2035) WP 
Project Description    ALLIANCE CALIFORNIA GATEWAY SOUTH BUILDING 3 TIA (JN:08765) 

Oper.(LOS) Des.(N) Planning Data 
Flow Inputs
Volume, V 11021 veh/h Peak-Hour Factor, PHF 0.95 
AADT veh/day %Trucks and Buses, PT 12 
Peak-Hr Prop. of AADT, K %RVs, PR 0 
Peak-Hr Direction Prop, D General Terrain: Level 
DDHV = AADT x K x D veh/h Grade      %       Length mi 
Driver type adjustment 1.00                     Up/Down %
Calculate Flow Adjustments
fp 1.00 ER 1.2 

ET 1.5 fHV = 1/[1+PT(ET - 1) + PR(ER - 1)] 0.943 

Speed Inputs Calc Speed Adj and FFS
Lane Width 12.0 ft 
Rt-Shoulder Lat. Clearance 6.0 ft 
Interchange Density 0.50 I/mi 
Number of Lanes, N 5 
FFS (measured) 65.0 mi/h 
Base free-flow Speed, BFFS mi/h 

fLW mi/h 
fLC mi/h 
fID mi/h 

fN mi/h 

FFS 65.0 mi/h 

LOS and Performance Measures Design (N)

Operational (LOS)
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

2459 pc/h/ln

S mi/h 
D = vp / S pc/mi/ln 
LOS F 

Design (N) 
Design LOS
vp = (V or DDHV) / (PHF x N x fHV x 
fp)

pc/h

S mi/h 
D = vp / S pc/mi/ln 
Required Number of Lanes, N

Glossary Factor Location
N  - Number of lanes                 S   - Speed
V   - Hourly volume                   D   - Density
vp - Flow rate                          FFS - Free-flow speed
LOS   - Level of service            BFFS - Base free-flow speed
DDHV - Directional design hour volume  

ER - Exhibits23-8, 23-10      fLW - Exhibit 23-4
ET - Exhibits 23-8, 23-10, 23-11      fLC - Exhibit 23-5
fp - Page 23-12      fN - Exhibit 23-6
LOS, S, FFS, vp - Exhibits 23-2, 23-3      fID - Exhibit 23-7
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