IMPROVED AREAS L_UNIMPROVED OR CONCRETE SURFACE AREAS

8" CAST IRON COVER MARKED "WATER”
[ALHAMBRA FOUNDRY NO A—-29608 OR
APPROVED EQUAL]

PAVEMENT SURFACE \

NORMALLY OPEN VALVES — COVER TO BE COLOR BLUE
SYSTEM SPLIT (NORMALLY CLOSED) — COVER TO BE COLOR RED

fSEE STANDARD DRAWING W3.1 AND W3.2
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L LOCKING DEBRIS CAP WITH RED
WARNING TAG (SYSTEM SPLIT VALVES
ONLY SEE NOTES 1 AND 2).

7] 7
f 7 SEE STANDARD
8" DIA. x 12" 20 GAGE f DRAWING W3.1
GALVANIZED SLIP SLEEVE % AND W3.2
& 2
/) % SEE
NOTE 3
//
8” SCH 40 PVC PIPE /]
/]

/\/ %

UNIMPROVED AREA/CONCRETE SURFACE STANDARD VALVE

NOTES:
1. LOCKING DEBRIS CAP SHALL BE MODEL NO. LD-B BY S.W. SERVICES, PHOENIX OR APPROVED EQUAL
(SYSTEM SPLIT VALVES ONLY)
2. RED WARNING TAG SHALL BE BRIGHT RED PLASTIC AND SHALL READ AS FOLLOWS
(SYSTEM SPLIT VALVES ONLY):

WARNING

SYSTEM SPLIT VALVE (NORMALLY CLOSED)

O VALVE TO BE OPERATED BY SBMWD PERSONNEL ONLY
VALVE ID NO.
NO. OF TURNS TO CLOSE

SBMWD INSPECTOR SHALL FILL—IN VALVE ID NO. AND NO. OF TURNS TO CLOSE VALVE. PLACE TAG
AND DEBRIS CAP IN CAN AFTER VALVE MAINTENANCE.
3. A BROOKS TRIANGULAR CAST IRON COVER WITH A CONCRETE BASE IS REQUIRED WHERE THE VALVE IS

LOCATED IN AN UNIMPROVED AREA OR AT A CONCRETE SURFACE AS REQUIRED BY THE ENGINEER.
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