LENGTH AS NEEDED,
USE FIELD—LOK GASKETS
ON ALL BELL AND SPIGOT JOINTS
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FINISH GRADE
SRR W 8 =
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EXISTING C.l., D.l, A.C. OR STEEL PIPE ﬁ) §L_.'_|8>-Z
A R zn_mo
MDA Z
<€ (I}

-

_©

12" MiN:

12" MIN

4 12" MIN <’—1
5 MIN 5 MIN
UNDISTURBED EARTH

PROPOSED UTILITY PIPE UNDISTURBED EARTH
NO EXIST. JOINTS

PERMITTED BETWEEN

BEND AND INLINE EXISTING C.l., D.., A.C. OR STEEL PIPE

THRUST BLOCK
(TP) ®\ P iz SURFACE BEARING TABLE
TR ] = 16" PIPE-——-8.0 SQUARE FEET
‘ T; 12" PIPE-——-4.5 SQUARE FEET
R 8" PIPE-—--3.0 SQUARE FEET
EEIAD'TQSRELEJSF/E%TSF A ) /z© 6" PIPE-———2.0 SQUARE FEET
(SEE TABLE AT RIGHT FOR X %W/fy///% = 4" PIPE-—--2.0 SQUARE FEET
MINIMUM SQUARE FOOTAGE) A %ﬁéé////”% .
TTSSSOSSH — X
R R
SECTION VIEW
THRUST BLOCK\BEARING SURFACE
ITEM _ QTY DESCRIPTION
(D 2 EA ___" STRAIGHT/TRANSITION COUPLING (ROMAC IND. STYLE 501 OR APPROVED EQUAL)
(FOR STEEL PIPE USE WELD FLANGE W/ RESTRAINED FLANGE x MJ ADAPTOR)
(@ —__LF ___" DUCTILE IRON PIPE
3 10 EA  ___" MEGA-LUG LINEAL RESTRAINT
® 2 EA  CONCRETE IN-LINE THRUST BLOCK PER SBMWD STD. DWG. W6.11 (AT THE
DISCRETION OF THE SBMWD INSPECTOR, THRUST BLOCK MAY NOT BE REQUIRED
WHEN EXISTING PIPE IS STEEL OR EQUIVALENT LENGTH OF RESTRAINED JOINT PIPE)
® 4EA ___" 45 D.. BEND (MJ)(RESTRAINED)
® 2 EA  #4 REBAR (MAINTAIN 3" MIN. DISTANCE FROM EARTH)
@ 1 EA __" COMBINATION AIR VACUUM RELEASE PER SBMWD STD. DWG. NO. W7.1 OR W7.2
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