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SECTION VIEW
THRUST BLOCK\BEARING SURFACE
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UNDISTURBED EARTH

SURFACE BEARING TABLE

16" PIPE————8.0 SQUARE FEET
12" PIPE-———4.5 SQUARE FEET
8" PIPE——--3.0 SQUARE FEET
6" PIPE-———2.0 SQUARE FEET
4" PIPE———-2.0 SQUARE FEET

ITEM QTY DESCRIPTION
@ 1 EA ___ " MEGA—LUG LINEAL RESTRAINT
@ 1 EA CONCRETE IN—LINE THRUST BLOCK (3000 PSI MIN. STRENGTH)
@ 1 EA #4 REBAR (MAINTAIN 2” MIN. DISTANCE FROM EARTH)
REVISION DATE: 3/8/2011
SAN BERNARDINO MUNICIPAL WATER DEPARTMENT 35%‘?;
D.DM. | MAR. 11 4’ THROUGH 16" IN-LINE THRUST BLOCK FOR SBMWD
MH.L. | FEB. 04 DUCTILE IRON PIPE
W6.11
REVISION DATE
APPROVED 4” DATE /a/J/
scaLe:  NONE MATTHEW H. TCHFIELD, P.E. _ RCE 58079 ¢ ’




