/

3" MIN.

PROPERTY
LINE

FINISH GRADE

VALVE CAN PER

STD DWG W3.3
STANDARD
/_ SIDEWALK

4oz bl . : OR FUTURE

EOJ e STREET T
g =z
- =

:v_ a

T b - 3UMIN.

- |
W NEW_COLD_JOINT

TN IR e
S | SIDEWALK*|C/G
oo e il g
=== :—@::E .
|| | AuromaTC RSN L P
Ao ("] BLow—orF | [ T E )
STANDARD SIDEWALK — SAWCUT AND REPLACE PER CITY /B . R R e
STANDARDS (ADD COLD JOINTS WHERE NECESSARY) (2 / 4 Line oy
WATER MAIN SIDEWACK” [
NEW COLD |JOINT
36"
TEM  QTY DESCRIPTION
® 1 EA ————" x 2" DOUBLE STRAP SERVICE SADDLE OR %
2" WELD—ON THREAD—O-LET
® 1 EA 2" BRONZE CORPORATION STOP (COMP. X NPT)
MUELLER H15023 OR APPROVED EQUAL
® __LF. 2" TYPE L HARD COPPER TUBING (SBMWD .
APPROVED U.S. MANUFACTURER)
® 1 EA 2" BRASS 1/8 BEND WITH TWO ADAPTERS (MIP X COMP.) J
® 2 EA 2" BRASS COMPRESSION QUARTER BEND
® 1 EA 2" BRASS COUPLING (FIPT X FIPT)
@ 16 IN.  TIGHT FITTING 3" FLEXIBLE VINYL SLEEVE OR WRAP bL
WITH PIPE TAPE
1 EA BASE MATERIAL
® 1 EA 2,000 PSI CONCRETE: 36" x 48" x 8" DEEP “JFIRE HYDRANT
CONCRETE PAD (FORMED) "H(SEE SBMWD
1 EA 2" AUTOMATIC FLUSHING VALVE ASSEMBLY (ECLIPSE STD. OWG. W2.1)

MODEL 9800-WC BY KUPFERLE FOUNDRY COMPANY 3
1-800-231-3990) OR APPROVED EQUAL PL 0 ) PL
INSULATED FIBERGLASS ENCLOSURE, UV RESISTANT e

WITH LOCK LID (ECLIPSE MODEL 9800-WC)

3" SCHEDULE 80 PVC PIPE, 90° ELBOW, AND

DRAIN FUNNEL

PERCOLATION PIT, 3' DIAMETER & 4' DEEP OR AS DIRECTED
BY SBMWD ENGINEER. 2" AUTOMATIC

2" BALL CURB VALVE (COMP. X COMP.) MUELLER BLOW—OFF DEVICE
B-25209-3 OR FORD B44-777 OR JONES J-1949

2"X6" REDUCER, ONLY TO BE USED ON CURB HEIGHTS
WHERE THE 3" DRAIN WILL NOT BE APPROPRIATE.
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